
Site-conditions table 1.1
	Condition
	Requirement

	Ambient Air Temperatures
	45°C extreme temperature (maximum)
- 5°C winter night-time (minimum)
80°C black body temperature in sunlight

	Relative humidity – Outdoor enclosures
	10- 95%, non-condensing

	Maximum wind velocities (1 in 50-year return period)
	Up to 44m/s = 158kmph Region B2 (AS/NZS 1170.2)

	Terrain Category
	2 to AS/NZS 1170.2

	Solar radiation level
	1100W per m2 with high ultraviolet content

	Pollution severity
	Level IV – Very Heavy
(AS 62271.1 Clause 2.2.2 and SA TS 60815.3)

	Average annual thunder-days per year
	20 days

	Average annual lightning ground flash density
	1 flashes/km2/year (AS1768 Figure 2.3)

	Above and below ground corrosivity category
	C5 -M: Very High (Marine)
(AS/NZS 2312.1 Clause 2.3 and AS/NZS 2312.2 Clause 6.2, Clause 6.3 and Table 6.1)

	Above ground environmental exposure class
	B2 – Coastal (AS 5100.5 Table 4.3)

	Below ground environmental exposure class
	C1 – Maritime Structures in spray zone
(AS 5100.5 Table 4.3)

	Altitude
	Not exceeding 1000m above mean sea level



